Sensor Installation Header

Part: Hdr_ CP_OR_CR_F,
Conductivity, Temperature, pH, ORP, Corrosion Rate & Flowswitch
Scaled 4:1 Rev 3/99

Conductivity Sensor, Black
Parts#A261200 & A261003
4 x AWG22 jacketed,

. BLK/RED/GRN/WHT
Flowswitch tinned end pH Sensor, Blue Body
Part#A261403 : S Part#A261100 ORP Sensor, Red Body
Red, AWG22 cable RG174 coaxial Part#AZGllQS
tinned ends. tinned terminations RG174 coaxial,
Allow clearance to tinned terminations
service switch

10.0in. 3/4" NPT Sensor entry fitting

pH & ORP, Part #A261101
Conductivity & Corrosion Rate
Part#A261201
4.2in.
FLOW
Lﬁ \
Corrosion Rate Sensor entry 'T's
Sensor Solution Ground 3/4" NPT, SCH 80 PVC.
Part#CRS-SEN #6-32 Stainless & Nylok
2XAWG22 Jacketed. AWG 18 Str. Green
tinned ends Terminated, Fork
Always on pH 'T'
Do Not
Exceed L 19.7in. > A( !l ]A I R AC
100psi SYSTEM DESIGN & ENGINEERING

Drawing: Hdr_CP_OR_CR_F



